
CBI Europe S.p.A.
Via Mons. A.O. Romero, 14
Località San Biagio
60027 Osimo (AN) _ Italy
tel + 39 071 71 08 688

administration _ amministrazione:
fax +39 071 71 08 635
order _ ordini: fax +39 071 71 08 561
info@cbi-europe.com
www.cbi-europe.com

member_socio

RAISED ACCESS FLOORS

tongue&groove panel › calcium sulphate
panneau tongue&groove › sulfate de calcium

baldosa tongue&groove › sulfato de calcio
pannello tongue&groove › solfato di calcio

FACTORY FINISHED PANELS

Panel: Calcium sulphate high density 1200/1500 kg/m3 +/- 3%.
Dimensions: 600X600X30/34 mm. Top Covering: PVC rubber,
Linoleum, Carpet, Ceramic tiles, Marble, Granite, Parquet.

Panneau: Sulfate de calcium à haute densité 1200/1500 kg/m3 +/- 3%.
Dimensions: 600X600X30/34 mm. Revêtement superieur: PVC,
Linoleum, Moquette, Grès, Marbre, Granite, Parquet.

Baldosa: Sulfato de calcio alta densidad 1200/1500 kg/m3 +/- 3%.
Dimenciones: 600X600X30/34 mm. Revestimiento superior: PVC,
Linoleum, Moqueta, Céramica, Granito, Mármol, Parquet.

Pannello: Solfato di calcio ad alta densità 1200/1500 kg/m3 +/- 3%.
Dimensioni: 600X600X30/34 mm. Rivestimento superiore: PVC,
Linoleum, Moquette, Gres porcellanato, Marmo, Granito, Parquet.
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PANEL SPECIFICATION ACCORDING TO EN 12825:2003

calcium sulphate panel tongue&groove joint
panneau sulfate de calcium assemblage à rainure et languette
baldosa sulfato de calcio machihembrado
pannello in solfato di calcio con incastro maschio/femmina

point load 2,5 mm deflection, center of panel _ charge concentrée de 2,5 mm _ carico concentrato a 2,5 mm

* the class refers to the concentrated load at the breaking point in the middle of the panel._la classe se réfère à la charge concentrée de rupture, situé au centre du panneau._la classe è riferita al carico concentrato a rottura al centro del pannello.

ultimate load _ charge ponderée _ carico concentrato a rottura(KN) (KN)


